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Pneumatisch - Hydraulisch
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KENNGRÖSSEN
Bauart federbelastetes Kugel-Rückschlagventil
Typbezeichnung VNR-133-M60-1/4B
Nennweite DN 6
Anschluß Steckanschluss für Schlauch AD4
Umgebungstemperatur - 10 bis + 60  ° C
Mediumstemperatur -10°C bis +90°C

Werkstoff Ventilkörper: Ms58, gal. vernickelt
Feder: 1.4310
Kugel: 1.4401
Dichtwerkstoff: NBR

Nenndruck PN 16
Druckbereich 0.2 bis 16 bar
Kv-Wert (Wasser m3/h) 0.5
Lekage bei 5 bar (Luft) < 3 ml/min 
Durchflussmedien neutrale gasförmige oder flüssige Medien, die die genannten Ventilwerkstoffe nicht angreifen
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Scale Description:

D   00-635004. / .      VNR-133-M60-1/4B
     Check valve 635004Order-number.: 
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TECHNICAL DATA
General
Construction Spring-loaded ball check valve
Model type VNR-133-M60-1/4B
Nominal orifice DN6
Screw thread Pipe thread G1/4(ISO 228)
Ambient temperature -20°C up to +60°C
Medium temperature -10°C up to +90°C

Material Valve body: Brass Ms58, galvanically nickel-plated
Spring: 1.4310
Ball: 1.4401
Sealing material: NBR (Buna N)

Pneumatic - Hydraulic
Nominal pressure PN16
Operating pressure range 0.2 up to 16 bar
Flow capacity [water m³/h] 0.9
Operating medium Neutral gases or fluids that don`t corrode the stated materials


	Blatt 1
	Ansichten
	main_view



