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DESCRIPTION

The Acuvim II series are high-end multifunction power and energy 

meters manufactured by Accuenergy.  They are the ideal choice for the 

monitoring and controlling of power distribution systems.  Some of 

the features and electrical power parameters available on the Acuvim II 

series are:

nd rd

  

  

  

  

  

          

The Acuvim II series may be used as data gathering devices for 

intelligent power distribution systems or plant automation systems. 

market.

CATEGORY ITEM PARAMETERS Acuvim II Acuvim IIR Acuvim IIE Acuvim IIW
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FEATURES

Metering

 Monitoring

nd rd

nd rd

Alarms

a speci"ed time interval.  If any input of the indicated parameters is over 

parameters available.

I/O option module

module.

Communication

Module Name Spec

Communication Module (Option)

Display

Outline

Data Logging 

of the metering parameters can be recorded. The onboard memory is up 

logged events to be accurately time stamped.

Time of use

Waveform Capture  

It provides the waveform record of 10 cycles before and after the 

triggering point. It also supports a settable triggering condition. 

Power  Quality Event Logging 

Automatic Frequency adaptation

Flexible Current Input

Accuenergy.

Module Name Spec

APPLICATIONS

Module Name Digital Input (DI) Power Supply For DI (24V) Digital Output (DO) Relay Output (RO) Analog Input (AI) Analog Output (AO)

AXM-IO1 1

AXM-IO2

AXM-IO3

I/O Module (Option)

 

 

 

 

 



TYPICAL WEB PAGE FROM Acuvim II SERIES DATA LOGGING FROM Acuvim II SERIES

MULTI-PLATFORM ACCESS

Anti-tampering Seal:

provide anti-tampering protection.  All metrological programming and 

user-de"ned parameters are protected with a physical seal.

High Frequency Metering:

system. 



ROGOWSKI COIL

additional integrator or power supply needed.

SPECIFICATION

Accuracy

Operating Tempreture



SPLIT CORE CTS

AcuCT-0812 AcuCT-2031

AcuCT-3147 AcuCT-3163



I/O OPTION

Digital Input

Digital Output (DO) (Photo-MOS)

Relay Output (RO)

Set Time

Analog Output (AO)

Accuracy

Analog Input (AI)

Accuracy

Power Supply for DI (24Vdc) 

Output Current

METERING

Parameters Accuracy Resolution Range

Current 0.1mA

1var

1var

0.001

Secondary

0.1kvarh 0-99999999.9kvarh

Secondary 0.001kvarh 0-999999.999kvarh

Apparent 

Secondary

0.01h

COMMUNICATION

RS-485 (Standard)

The Second RS-485 Port (Optional)

Ethernet (Optional)

PROFIBUS (Optional)

BACnet(Optional)

INPUT

Current Inputs (Each Channel)

         

                                                           

          

        

Accuracy          

Voltage Inputs (Each Channel)

         

Input Impedance      

     

        

Accuracy         

Energy Accuracy
        

      

Harmonic Resolution
        rd

SPECIFICATIONS

CONTROL POWER

AC/DC Control Power

Low Voltage DC Control Power (Optional)

STANDARD COMPLIANCE

Safety Standard

Outlines Standard

OPERATING ENVIRONMENT

Operation Temperature     

Storage Temperature      

        



TYPICAL WIRING
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10.00

A

    cable please specify that in the ordering statement.

DIMENSIONS

A

Cut-OutCut-Out

Cut Out



ORDERING INFORMATION

Current Input

Acuvim IIE             -       D         -        5A              -      P1

1A: 1A Input

100mA: 100mA Input

Communication Option Module

I/O Option module

   

Analog Output Type

Analog Output Type

1

1

Analog Input Type

Analog Input Type

1

Remote Display Option

 

   

Rogowski Coil Ordering Information:

                    Size Current Range

   1000



Accuenergy Corp.

Los Angeles-Toronto-Beijing

Additional Accessories:

Split Core CT Ordering Information:

AcuPanel ordering information:  

AcuPanel 9014 

AcuPanel 9104X

 

AcuCT-0812 - 200     -      5

AcuCT-2031 - 400 -      5

1000: 1000A

AcuCT-3147 - 1000 -      5

1000: 1000A

AcuCT-3163 - 2000 -      5


