
Height
1 Tier : 265
2 Tiers: 300
3 Tiers: 335
4 Tiers: 370
5 Tiers: 405

MP Type

Height
1 Tier : 90
2 Tiers: 125
3 Tiers: 160
4 Tiers: 195
5 Tiers: 230

MPS Type
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Lead wire length from exit hole: 
MP : 1,000
MPS: 1,180

COM/ Yellow Wire

Power
Supply
(Non-polar)

LED Red/ Red Wire

LED Amber/ Orange Wire

LED Green/ Green Wire

LED Blue/ Blue Wire

LED Clear/ White Wire

Fuse 1A

External
Contacts Power

Supply
Fuse

1A

NPN 
Transistor

Output

COM/ Yellow Wire

LED Red/ Red Wire

LED Amber/ Orange Wire

LED Green/ Green Wire

LED Blue/ Blue Wire

LED Clear/ White Wire

DC 24V

 (Unit: mm)

Washer

M8 Bolt
(Not Included) M8 Nut

(Not Included)

Optional Mounting Bracket
(SZ-013)

ø22

ø22.5

ø30

Mounting
Hole

Nut (M22 x P1.5mm)10
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Maximum Panel
Thickness: 5

Power
Supply

Fuse

1A

PNP 
Transistor

OutputCOM/ Yellow Wire

LED Red/ Red Wire

LED Amber/ Orange Wire

LED Green/ Green Wire

LED Blue/ Blue Wire

LED Clear/ White Wire

DC 24V
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Wiring • MP/MPS NPN Open Collector

• MP/MPS PNP Open Collector

• MP/MPS Contact/ Switch


